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FITTING 
INSTRUCTIONS

For Duramax FLSM
Pre-Hung Door and Frame

M A K E  A N  E N T R A N C E



- 4mm Wood Drill Bit
- 6mm Concrete Drill bit
- No.2 Square Driver
- Hex Driver
- 1 metre minimum Spirit Level
- Electric Drill
- Timber Facing

Packers 
2mm Thick x16
4mm Thick x8

6mm PEF
Backing Seal

DD x2
Handle & 
Escutcheons

CC x2
Lock Body

BB x1
Cyclinder

AA - 
Concrete x8
Fixing to Wall Concrete

AA - 
Timber x12
Fixing to Wall Timber

WHAT YOU WILL NEED

FIXINGS

FRAME DETAILS

PEF Backing Seal

WALL

DOOR

JAMB

FACING

FACING

PEF Backing Seal

Weather seal



2.

1.

Your opening size
2025 - 2040mm

Check the size of the door to your 
opening is going to work before 
unpacking. 

810 Door  - 
Minimum to maximum hole    
size 2025-2040 x 855 - 885mm

860 Door -
Minimum to maximum hole 
size 2025-2040 x 905 - 935mm

Carefully lay door down on 
table or saw-horse and 
remove packaging, checking 
there is no damage to door 
and frame.  Carefully take 
handle package from out of 
the top of the door packag-
ing.

OUTSIDE

810 Door - 855-885mm
860 Door - 905-935mm

DOOR

WALLWALL

Handle

Can be opened in or out



4.

3.

Turn Door 
Upside 
Down

Place the door into the opening  
Open door 90º putting a 
packer under the door to take 
the weight.  Place spirit level 
onto jamb EDGE checking that 
it’s plumb.  Drill 4mm hole into 
timber framing through jamb.  
(If concrete or brick use 6mm 
masonry drill).  Then start by 
screwing (AA-Timber or 
AA-Concrete screws) in the top 
and bottom holes on hinge side 
first.  Don’t wind them right in 
till you have double checked 
that the jamb EDGE is plumb.  
You may need H packers to 
pack out the jamb from the wall 
to be able to plumb the jamb.

Decide what side you want the 
hinges to be on, this will swing 
the door to the left or to the 
right.  You can change this by 
turning the door frame upside 
down, and around for open in or 
open out.  Fix head using AA 
woodscrews.

LEVEL face 
and side of 
door jamb

H Packer if needed

WALL

DOOR
Open door 

90°

Plumb

Drill and 
fix AA 
screws 

AA Screws
To secure the 
head jamb

Spirit
Level

Drill



5.

Drill

DOOR

Gap

With door shut, check that the clearance around the door is right (should be 
4mm gap all sides of door and jamb) and check that the door is sealing 
against rubber seal.  After opening door again, drill 4mm hole into timber 
framing through jamb on the lock side of frame.  (If concrete or brick 4mm 
use masonry drill).  Then start by screwing in the top and bottom screws on 
this side.  Don’t wind them right in till you have double checked that the jamb 
EDGE is plumb.  You may need H packers to pack out the jamb from the wall 
to be able to plumb the jamb.

DOOR

No Gap

H Packer if needed

WALL Drill 

4mm Gap

DOOR



6.

4mm Gap 
all around 
the door

Depending on what way the 
door swings, you may need to 
take the lock body out by 
un-screwing CC screws and 
turning it upside down.  The 
cylinder hole, (the oval hole in 
the lock body) needs to be at 
the bottom.

Before screwing in all fixings, check 
that the door gap of 4mm is even 
right around the door.  If it isn’t you 
need to unwind the fixing at that 
point and take out or put extra 
packers in before doing fixing back 
up. Finally make sure all fixings are 
done up tight.

7.

Cylinder 
here



Place cylinder into bottom lock 
body hole, and fix in place with 
BB screw.  Then slide spindle into 
top lock body hole.

8.

Using DD screws fix the lever 
handle onto the spindle and the 
cylinder each side of the door.  
Use CC Screws to fix lock body 
in place. (If not already done)

9.

Push in the PEF backing rod 
behind jamb and wall to stop 
wind, top and sides

After painting jamb, press 
weather seal into groove on 
jamb

10.

Fit facings to outside 
and inside of frame.  
These can be of your 
choice and can be 
sourced from Bunnings

11.

Fix the lever handle to 
the door using the DD 
Screws

Fix CC Screws in 
to lock body

Fix BB Screw 
to fix cylinder 
into place

PEF Backing Rod

WALL

JAMB 

DOOR

FACING - On outside 
(not included)

PEF Backing Rod
FACING- On Inside

(Not Included)

Spindle

Cylinder

Weather seal - 
sharp point fits into 
groove of jam
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Please take care and wrap or cover your door with some protection to ensure it is in good condition before and after 
coating, until site work is finished. Enjoy your door for years and years to come. 

On Duramax fibreglass doors:

1. Both sides of the door must be coated in the same colour and same product.  Different colours or   
 products on different sides of the door are likely to cause the door to bow.  
2. Colours with LRV of more than 10% must be used (see your paint manufacturer for the LRV rating).    
 Doors painted with a colour with LRV of 10% or less will not be warranted.  Gloss finishes can sometimes  
 show a ‘wave’ in the door surface.  Parkwood recommends Matt or Satin colours.  

Preparation:  

3. Thoroughly wash all surfaces with liquid sugar soap.  Rinse with clean water and allow to dry.  
 Alternatively, use Resene Paint Prep and Housewash diluted, in accord with their instructions.  
4. Important: Scuff sand with 120-240 grit sandpaper or scotch bright pad.  Missing this step will mean the
 finish is unlikely to adhere.  
5. Dust down surface, until it is dust free (acetone can be used but must be dry before painting). Do not use  
 hydro-carbon based solvents to clean the surface as such products may leave a residue.
6. Lay door horizontally for painting

Paint Finish: 

Ensure your primer has ‘fibreglass’ included in the suitable surfaces.  Dulux Precision Maximum Strength Adhesion 
Primer, OR Resene Quick Dry Primer Undercoat are recommended.  Apply two top coats of applicable solvent based 
or acrylic enamel designed for exterior exposure (e.g. Resene Lustacryl), of a colour of your choice, sanding lightly 
between coats.   

Caution:

• When using stains, mineral spirits, paints, or other hazardous materials, always read and follow the   
 manufacturer's instructions. Parkwood makes no representations as to the proper use of other 
 manufacturers' products.  
• When working with paints or solvents, make sure the working area is well ventilated.  Keep away from   
heat and flame as materials may be combustible.  Paints or solvents may cause skin and eye irritation.   
Avoid contact with skin and eyes.  Keep out of reach of children.

Normal Maintenance:

Even a well-finished fiberglass door will be affected by exposure and weathering from sun, moisture, and air pollut-
ants. It is considered normal to require maintenance when the surface begins to deteriorate. 

Painting Your 
Parkwood Duramax 

Fibreglass Door


